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TECMA PAINT
®
 OP 

FINISH SYNTHETIC ENAMEL 
 
 
 
 
 

DESCRIPTION 
Finishing synthetic enamel for painting iron and steel elements which have been primed or 
for repainting them. TECMA PAINT® OP offers excellent protection properties, as well as 
brightness and colour maintaining outside or inside. 
 
CHARACTERISTICS 
Appearance :    Gloss 
Drying time at  
20ºC - 55% R.H. :    Touch: 1hour. 

Repainted: min. 24-48 hours. 
Thinner :     TECMA SOL S. 
Colours :     According to our colour chart 
Theoretical yield :    12 m2/kg. at 40 microns dry film thickness. 
Application :     Preferably gun, brush, roller 
 
SURFACE CONDITIONING 
Surfaces must be dry and free from grease, oil, dust or any other pollutant. 
Surfaces must be previously primed with our TECMA BASS C or TECMA PAINT® OX. 
 
METHOD OF USE 
TECMA PAINT® OP is preferably applied with gun, although it can also be applied with 
brush or roller. For applying subsequent coats, repainting periods should be respected. 
 
APPLICATION FIELD 
As finishing enamel for metal elements made of iron or steel which have been primed or 
for repainting machinery, tools, steel structures, etc. 
 



 

SPECIAL RECOMMENDATIONS 

 Do not apply when temperatures are below 5 ºC or relative humidity is above 85%.  
 Do not apply when rain is expected before the product is dry.  
 Before repainting on other paint, verify the compatibility of our TECMA PAINT® OP 

on the existing one. If the surface is very hard and smooth, it's recommended to 
sand first in order to provide it with good fixing.  

 
PRECAUTIONS 

 Apply with good ventilation.  
 Do not expose to flame or heat sources. The liquid product is flammable.  
 Avoid contact with eyes or skin.  

 
PACKAGING 
In 10 and 25 kg metal drums. 

 

 
 
 
 
 

ADVANTAGES 

 Great weather resistance. 
 Excellent brightness and colour properties. 
 Easy application for repainting machinery. 
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